
PRODUCT DESCRIPTION
Name Duravelle Poly Viscose

Product Code EPVC12XXX

Applications Seat covers
Features Soft and pliable, non-cracking, no ruboff, high light fastness, washable, UV-

resistant, breatheable, low shrinkage

SPECIFICATIONS

PROPERTY DURAVELLE METHOD

Composition Solution dyed polyester viscose 65:35

Weight 450gsm±3% AS2001.2.13

Abrasion resistance (taber) No thread breakdown 
observed at 2000 cycles

ASTM D 3884 : 2009 (RA 2017)
Wheel: H18	 Load: 1000g
No. of Cycles: 2000

Colour fastness, rubbing  
(1-5 scale)

Wet:	 4-5 
Dry: 	 4 AS.2001.4.3: 1995 

Colour fastness, light (1-8 scale) 7/8 AS2001.4.21

Hydrostatic head (kpa) 50cm AS2001.2.17

Spray test rating 80+ AS2001.2.16

Tensile strength
Warp 3500N

AS2001.2.3A
Weft 2300N

Tear strength
Warp 160N

AS2001.2.10
Weft 150N

Elongation at 
break

Warp 30%
AS2001.2.3A

Weft 20%

Oil repellency rating Grade 5.5 AATCC 118: 2020 

Width 200cm
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Technical Statement:
The technical data of this page is all arithmetical average and the error permitted is 5% above or below. Due to production procedures, 
slight deviations can occur. All technical data are in accordance with the present standard of knowledge and give product information 
without legal binding. All data applies to new products. Applications suggested do not release the customer from testing material for its 
intended application. QM-071.
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