
Raw Material European raw hides

Manufacturing Made in Italy

Dispensing
No use of azo dyestuff, solventless, watery finish.
Without FCKW, PCP, PCP, Formaldehyde.
CHROME VI according to RAL UZ 117

Average Hide Size 4.3m²

Thickness 1.1–1.3 mm

Mass per Unit Area 620–980 g/qm in accordance with DIN 53327

Light Fastness ≥ 7 Class Blue Scale in accordance with DIN EN ISO 
105-B02

Tear Strength, 
Single Edge Tear ≥ 20 N in accordance with DIN EN ISO 3377-1

Flexing Resistance 50,000 flexing/bending trials without damage in
accordance with DIN EN ISO 5402

Rubbing Fastness

DIN EN ISO 11640 Veslic
•	 ≥ 4–5 dry: 1000 cycles
•	 ≥ 4–5 wet: 500 cycles
•	 ≥ 4–5 sweat (pH 8): 100 cycles

pH Value Minimum 3.5 cm in accordance with DIN EN ISO 4045

Adhesion of Finish Minimum 3.5 N/cm in accordance with DIN EN ISO 11644

Flammability

•	 FMVSS 302: < 100 mm/min
•	 DIN EN ISO 1021, Teil 1
•	 IMO A.652/16 (Bootsledder)
•	 DIN 75200
•	 BS AU 169 (British Standards)
•	 BS 5852/1
•	 California TB 117

OEM Specification
Applies to Auto Leather – Black Only
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